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Diagrams / Additional

Order Code: 20198
Product Code: WP12/10

Date: 7/2016 - Approved by MC/JT

WP12/10
Constant Voltage LED Driver 

Description

10W 12V DC Weatherproof Constant Voltage LED Driver for 
use on LED strip lighting, garden lights, Inground uplighters and 
much more.

Specification Features
Input voltage (AC): AC170�265V 50/60Hz
Output voltage (DC): DC 0.83A 12V DC   10W
Output current (A): DC 0.83A
Output wattage (W): 10W
Flex and Plug: Yes
LED Indicator: No
IP rating (IP): 67
Dimensions: (L) 55mm x (W) 30mm x (H) 20mm
Warranty: 3 Years replacement
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Diagrams / Additional

Order Code: 20200
Product Code: WP12/15

Date: 7/2016 - Approved by MC/JT

WP12/15
Constant Voltage LED Driver 

Description

15W 12V DC Weatherproof Constant Voltage LED Driver for 
use on LED strip lighting, garden lights, inground uplighters and 
much more.

Specification Features
Input voltage (AC): AC 170�265V 50/60Hz
Input current (AC): AC 0.17�0.11A
Output voltage (DC): 12V DC
Output current (A): DC 1.25A
Output wattage (W): 1-15W
Flex and Plug: Yes
LED Indicator: No
IP rating (IP): 67
Dimensions: (L) 145mm x (W) 30mm x (H) 20mm
Warranty: 3 Years replacement
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Diagrams / Additional

Order Code: 20201
Product Code: WP12/30

Date: 7/2016 - Approved by MC/JT

WP12/30
Constant Voltage LED Driver 

Description

30W 12V DC Weatherproof Constant Voltage LED Driver for 
use on LED strip lighting, garden lights, inground uplighters and 
much more.

Specification Features
Input voltage (AC): AC 170�265V 50/60Hz
Input current (AC): AC 0.35�0.22A
Output voltage (DC): 12V DC
Output current (A): DC 2.5A
Output wattage (W): 2-30W
Flex and Plug: Yes
LED Indicator: No 
IP rating (IP): 67
Dimensions: (L) 203mm x (W) 34mm x (H) 22mm
Warranty: 3 Years replacement
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Diagrams / Additional

Order Code: 20202
Product Code: WP12/60

Date: 7/2016 - Approved by MC/JT

WP12/60
Constant Voltage LED Driver 

Description

60W 12V DC Weatherproof Constant Voltage LED Driver for 
use on LED strip lighting, garden lights, inground uplighters and 
much more.

Specification Features
Input voltage (AC): AC 170�265V 50/60Hz
Input current (AC): AC 0.42�0.27A
Output voltage (DV): 12V DC
Output current (A): DC 5A
Output wattage (W): 5-60W
Flex and Plug: Yes
LED Indicator: No
IP rating (IP): 67
Dimensions: (L) 179mm x (W) 70mm x (H) 46mm
Warranty: 3 Years replacement
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Diagrams / Additional

Order Code: 20203
Product Code: WP12/100

Date: 7/2016 - Approved by MC/JT

WP12/100
Constant Voltage LED Driver 

Description

100W 12V DC Weatherproof Constant Voltage LED Driver for 
use on LED strip lighting, garden lights, inground uplighters and 
much more.

Specification Features
Input voltage (AC): AC 170�265V 50/60Hz
Input current (AC): AC 1.18�0.75A
Output voltage (DV): 12V DC
Output current (A): DC 8.34A
Output wattage (W): 5-100W
Flex and Plug: Yes
LED Indicator: No
IP rating (IP): 67
Dimensions: (L) 240mm x (W) 70mm x (H) 46mm
Warranty: 3 Years replacement
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Diagrams / Additional

Order Code: 20204
Product Code: WP12/150

Date: 7/2016 - Approved by MC/JT

WP12/150
Constant Voltage LED Driver 

Description

150W 12V DC Weatherproof Constant Voltage LED Driver for 
use on LED strip lighting, garden lights, inground uplighters and 
much more.

Specification Features
Input voltage (AC): AC 170�265V 50/60Hz
Input current (AC): AC 1.5�1.1A
Output voltage (DC): 12V DC
Output current (A): DC 12.5A
Output wattage (W): 8-150W
Flex and Plug: Yes
LED Indicator: No
IP rating (IP): 67
Dimensions: (L) 240mm x (W) 70mm x (H) 46mm
Warranty: 3 Years replacement
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Diagrams / Additional

Order Code: 20199
Product Code: WP12/200

Date: 7/2016 - Approved by MC/JT

WP12/200
Constant Voltage LED Driver 

Description

200W 12V DC Weatherproof Constant Voltage LED Driver for 
use on LED strip lighting, garden lights, inground uplighters and 
much more.

Specification Features
Input voltage (AC): AC 170�265V 50/60Hz
Input current (AC): AC 2.36�1.51.A
Output voltage (DC): 12V DC
Output current (A): DC 16.7A
Output wattage (W): 10-200W
Flex and Plug: Yes
LED Indicator: No
IP rating (IP): 67
Dimensions: (L) 210mm x (W) 126mm x (H) 59mm
Warranty: 3 Years replacement
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Diagrams / Additional

Order Code: 20259
Product Code: WP12/250

Date: 7/2016 - Approved by MC/JT

WP12/250
Constant Voltage LED Driver 

Description

250W 12V DC Weatherproof Constant Voltage LED Driver for 
use on LED strip lighting, garden lights, inground uplighters and 
much more.

Specification Features
Input voltage (AC): AC 170�265V 50/60Hz
Input current (AC): AC 2.95�1.89.A
Output voltage (DC): 12V DC
Output current (A): DC 20.8A
Output wattage (W): 10-250W
Flex and Plug: Yes
LED Indicator: No
IP rating (IP): 67
Dimensions: (L) 235mm x (W) 126mm x (H) 59mm
Warranty: 3 Years replacement
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