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Solar powereo| LED 2M post top area light kit

Description

SUNSOLAR-1Series is a solar powered LED post top area light. Ideal for areas where it is too difﬁcult or expensive to run mains cables, such as
fqrms, pqu(lqnds, and large l)dcl(yqrd areas. Suitable for 60mm posts, it is wattage and colour temperature switchable between 10W or 20W
and 3000K Warm White or #000K Neutral White. Constructed from ABS polymer and a polycqrbonqte opul diﬁuser, which is VO fireproof,
Anti-UV and has an P65 rating, ideal for coastal areas. The SUNSOLAR-1 outomotically turns on at dusk and stays on until dawn. SUNSOLAR-

1-KIT comes complete with post top area lig|’\t head and 2m x 60mm aluminium post in Black. Other lengt|'\ posts available upon request.

Speciﬁcation Features

Power (W) 10W/ 20W (Switcl’:ulole)

IP rating (|P) IP65

LED type: SMD

CCT: 3000K - 4000K (Switchable)
CRI: 802

Beam angle (o): 360°

Dimmable: No

Lifespon (hrs): 50,000hrs

Battery: 32700/6.4Vx6000MAH/38.4Wh
Chorging Time: 1-6hrs

Lighting Time: >32h

Material: ABS and PC Opal Diﬁuser
Lumens (lm): 10w 20W

Warm White 3000K 900Ilm 1950lm
Neutral White 4000K  1050Im 2100lm

Mounting Height Spacing Between Lights

The recommended 2120mm is to ensure the best lighting performunce. Asa general guideline, the spacing between fittings can be

For this product, we suggest an installation height of 2-3m, with the maximum height Iaeing around 3m. |calculated at around 3—1 times the mounting height.
ltis possible to increase the mounting heigl‘\t slightly if needed, tl‘\ougl‘\ 2.5mis generd“y the

recommended level to balance illumination and aesthetics.

for pat/lways or areas requiring llig/ler brig/ltness, a closer spacing (5—6m) is advisable.
for open par/(s or decorative installations, spacing may be extended up to 8-10m, depending on the desired eﬁ(ect.
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