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TAC K-8_WHT Date: October 28, 2024 8:17 AM

Specifications

Voltage: 240VAC |Lumen (15%): Warm White 3000K - 750lm Dimmable: Yes
Neutral White 4000K -800Im
White 5700K - 780lm

Power: 8W Beam Angle: 10° Operating Temp: -20° ~ 45°C
IP Ruting: 44 CCT: 3000K - 4000K - 5700K Power Factor: 09

CRI: >80 l.ifespon: 35,000l1rs Cutout: @90—100mm

Minimum clearance distances to {'lammcxl:)le louilclinq elements.
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Notes:

The LED driver is NOT suitable for covering with insulation material.

Wcrning—Risl( o]( overl‘\euting or fire i{ the clearance distances are compromisecl‘

The clicgrum above illustrates the necessary clearance distance for IC-4 clownligl'nts.

To ensure the maximum lifespan of the downlight, Domus recommends a 20mm clearance for air transfer between the living space and the roof space.

Please note that Domus's 5 Year Residential Wurrunty will be shortened to 3 years i[ the tlownligl'lt is installed without otlequute air truns[er on all sides.

IC-4

P (e} downliglﬂs can used where air transfer is not permiuecl or not desired between living space and roo[

space (tl1ere will be no air trclns[er between spaces even if there is no insulation covering the luminuire).
[6] « Building Insulation does not have to be non flammable.
. Building Insulation must mantain structural integrity at 90 degrees C.

/// \\\ . lmportunt: IC-4 Downliglits are not to be used in the Fire Rated Applicutions.

Cut out hole in ceiling

£ED Driver
SAA plug lead wire

Cut out a hole in the ceiling. Ensure there Choose the preferecl colour temperature Connect the fitting to the mains via the
is suﬁicient clearance in the area where via the switch on the controller. power plug.

you will be positioning the fitting.
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Fit the fixture in the ceiling loy lifting the Oncein place the spring clips should be against the top
spring clips upwqrcls. of the ceiling and support the fitting.

Note: -The lamp must be installed by professional electrician -Do not touch the lamp when in use
-Ensure the power supply is switched off before fitting this product -Keep away from hot steam and corrosive gas




