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24V DC Low Voltqge LED Flooo"ight

Descript‘lon

The BLAZE-PRO Series of LED Flooc"ights oﬁer asleek and stylish design, aswellasan array of speciolised features suchas improved condensation
prevention technology qlong with helping to reduce stock inventory. Featuring an aluminium fcscio design with frosted gloss lens to soften glqre,
IP66 rating and a unique anti-condensation l:)reqthing valve which stops unwanted condensation Iouild-up behind the glass lens. The Multi-
wattage selector switch oﬁers the f‘lexibility of selecting the rig|'1t light output for the qpplicqtion within the same f"ltting. The tri-colour selector
switch also oﬁers the convenience of choosing between a 3000K Warm White, 4000K Neutral White or 5500K White colour temperature

options. Angle installation bracket for ease of installation. Ideal for BBQ areas, outdoor entertaining areas, and l)acl(yqrd lighting. Only available

in black. Backed |oy a 3 Year Replqcement Wc:rrcmty. Not compotible with BLAZE-PRO-SENSOR.

Speci{'ication Features

|nput Voltage: 24V DC - LED Driver Requlred*

Power: 20W/30W/50W

IP rating: IP66

Lumens: Warm White 3000K - 2496lm, 3682lm, 5148Im

Neutral White 4000K - 2658Im, 4075lm, 5846lm
White 5500K - 2591lm, 3826lm, 5387|m

LED type: SMD

CCT: 3000K - 4000K - 5500K (Switchable)
Luminous EH'icocy: 110lm/W

CRI: >70

Beam cngle: 120°

Dimmable: No

Lifespan: 20,000 hrs

Driver: DOB (driver on l:)ourd)

Operoting Temperoture: -40° C~+45°C

Surge Protection: 1 5KV

Cable: Frosted Glass Anti-Condensation Breathing Valve
Sensor: Not compatible with BLAZE-PRO-SENSOR
Accessories: 26cm Spil(e (|ncludec|)

50cm Spil(e (Sold Separctely)

*24V DC Constant Voltage LED Driver Required - Wire in Parallel

Dicgrams / Additional
1562.2mm
26mm 129.9mm

151.9mm

180.1mm

26cm spif<e

@8.5mm 49.5mm
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