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Tri-Colour |ngrounc| Wall Washer |.ig|1t - Stainless Steel

Description

|ntroc|ucing the EMIT-85 WALL WASHER LED |nground Light Series. The EMIT-85 WALL WASHER is a 85mm overall diameter inground ligl’:t with
a cutout of 65mm without cannister, ideal for lighting up walls and features where minimalistic light eﬁects are required. Featuring a 6WLED output,
with two diﬂerent fascia plates and metalware colour options. Choose from Round Open and Square Open. Metalware colour options range from

Blacl(, White, Stainless Steel, Antique Brass ancl Brushed Brass. Tri-Colour Selectable; Choose from 3000K Warm White, 4000K Neutral White
and 5500K White colour temperature options. Functional with 12 and 24V DC Constant Voltage LED Drivers. Part of a family of diﬂerent sizes to suit
most inground lighting applications. Backed l:)y a 5 Year Replacement Warranty.

Specification Features
Input Voltage:  12/24V DC
Power (W) 6w

IP rating (|P) P67

IK Rating (|K) IK10

Lumens RND OPEN SQR OPEN
3000K 406lm 406lm
4000K 460lm 460lm
5500K 453Im 453Im
LED type: CREE

CCT: 3000K-4000K-5500K (Switchable)
CRI: >90

Dimmable: No

Lifespan (I'lrs): 50,000hrs
Cutout ((D) @bSmm Without Cannister
®82mm With Cannister
Load Rating: 1500Kg (Drive-Over)
Requires 12 or 24V Constant Vo[tage LED Driver ( Wire in Para/[e[)
Compatil:[e with an AC/DC driver. A Domus DC driver is recommended
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Domus 29-31 Richland Street. Kingsgrove NSW 2208 | Phone: 1300 236 687 | email: enquiries@domuslighting.com.au

Specification subject to change without prior notice.



